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Solid Surfaces

Charakterystyka serii metalicznej

Seria metaliczna charakteryzuje sie unikalnymi wzorami, w ktérych czasteczki pertowe
sg uksztattowane ptasko i zazwyczaj unoszg sie na powierzchni. Czgsteczki te utozone
sg w kierunkowy wzér dzieki unikalnej metodzie rozprowadzania w produkcji. W wyniku
tego, odbicie Swiatta od czgsteczek moze sie zmienia¢ w zaleznosci od kata padania i
patrzenia. ~ :

Wykaz kolorow w serii metalicznej
Quarry Starred, Quarry Minette
Metallic Yukon, Metallic Satingold Metallic
Sleeksilver, Metallic Galaxy, Metallic Beach ,
Metallic Cosmos
Tempest Bronzestar , TempestCopperplate,
Tempest Caviar, Tempest Igneous

Uwagi dotyczace wytwarzania

Podczas wytwarzania wystepujg dwa potencjalne, powazne problemy, ktére opisano ponizej.

@® Doklejka pionowa
Z powodu braku czgsteczek w miejscu
ciecia ptyty, linia potaczenia w typowej
doklejce pionowej moze byé widoczna.

@ taczenie plyt blatu

Z powodu kierunkowosci rozktadu
Czgsteczek, linia potgczenia ptyt
moze by¢ widoczna, jesli wzory
na ptytach ukierunkowane sg
niezgodnie.

Copyright © Cheil Industries Inc. www.staron.com




staron

W Solid Surfaces

Zalecane wykonanie
@ Zalecang metodg wykonywania doklejek w serii metalicznej jest wyfrezowanie rowka ,V” o

kgcie rozwarcia 45°, jak na rysunku ponizej.
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@ Przed wykonaniem blatu, nalezy zaznaczy¢ na goérnej powierzchni ptyty strzatke

réwnolegta do numeru partii, podanym na boku ptyty. Nastepnie kazdy element musi
by¢ sklejany w takim potozeniu, zeby zaznaczone strzatki wskazywaty ten sam

kierunek, jak na rysunku ponizej.

Produkt

Zalecane
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Zmiana ukierunkowania wzoru czgsteczek na dwoch tgczonych ptytach bedzie oczywista i fatwa do
zauwazenia, jesli zostang potaczone niezgodnie z zasada podang w niniejszym biuletynie technicznym.
Przed rzeczywistym wykonaniem blatu z ptyt z serii metalicznej stanowczo zalecamy przeprowadzenie préb

przy uzyciu opisanych powyzej metod i procedur.
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Characteristics of Pearl Particulates .

It has the unique patterns which contain pearl particulates that are shaped flat and tend to float on the surface. These
particulates come with directional pattern due to unique distribution method in production. As a result, reflections in particulates
may vary depending on light and view angles.
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Color List

Metallic Tempest “Quarry «*
Metallic Beach Tempest Bronze star Quarry Starred
Metallic Cosmos Tempest Caviar Quarry Minette
‘Metallic Galaxy Tempest Copper plate
Metallic Yukon Tempest Igneous
Metallic Satin gold

Metallic Sleek silver

Fabrication Recommendation
There are two major issues as described below
@ Drop Edge

Due to absence of particulates in where sheet is cut, typical drop
edge build-up may result in visual seam

The recommended edge build-up method is a 45 degree edges
build-up, as illustrated.

This Technical Bulletin is intended fo provide guideiines for optimal fabrication, instaliation, and perfoxmé of Samsupg products mentioned. Though
the information contained herein is deemed religble. none of the contents--including but not limited fo the -instruchons, techriques. graphics, and
recommendations—is fo be understood as implying legal liability of filness for a specific ;;-urp(}séf any other type of wanenty. or being complete or
absolute in its range and nature of information '

- Depending on the user's particular application. all necessary measures must be taken to verify and test the aasgfz}ar:y for sych »n
information or recommendation herein i$ strictly for purposes of reference and as such, Samsung SDI assumes 1o résponsi
accuracy or the use of sw:_h information for products other than Samsung Saam;z@ solid surfaces & Radianz® gaaz@zfswfa@&

ceds or gpplication. Any

- for its suitability or
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Recommended Fabrication .

2 Deck Seaming :
Due to directionality of particulate distributed, it may result in visual seam if decks are seamed counter directional. Prior to
fabrication, mark arrows on the top of the sheet running parallel to the LOT No. found on the side of the sheet. Then, each
piece must be seamed in the same direction of the arrow marked, as illustrated below ;

B Viewing angle Viewing angle

(darker) (brighter) : (darker) (brighter)

“Correct method

Viewing angle .,

The variation of the particulate distribution pattern between two séoarate pieces seamed together may be obvious and easy to
natioe if not fabricated as suggested in this technical bulletin, On your Pearl particulates project we st:ongly suggest that you

experlmevﬂ, pnor to actual fabnamon wr!h the methods and procedures descrtbed above.
&

This Technical Bufielin is infended fo provide guidefines for optimal fabrication, instailation, and performénce of Samsung products mentioned, Though
the information contained herein is deemed reliable, none of the contents--including but nc# i:mz*ed to the-instruclions, techniques, graphics, and
recommendations—is fo be understood as implying legal liabllity of fitness for a spetific. pJ:gme any othet type of wa:;anty or heing complete or
absolute in #s range and nature of information

- Depending on the user’s particular appfication, all necessary measures must be taken to verify and fest the afiequary for suych’ needs or application. Any
information or recommendalion herein is sirictly for purposes of referencg and as such, Saﬁmmg SDi assumes Ba res;sons;bil:ty f()i its suitabiiity or
accuracy or the use of sacb information far prodm:is other than Samsung S@rsn@ sofid suffaces & Radiarnz® f;ua& wsfagza&
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